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PLAN AND INSTALLATION REPORT — DRAIN FOR HILL-SIDE SEEPS

County

Sec.

T.

Planned and staked by

Date

Note: See Sheet 2 for layout of drain system.

Location of Drain

Stake No.

Approved Rigid or Non-rigid Pip
/ Rigid Fire Resistant Pipe

OUTLET SECTION

Install Animal Guard

T /Normal Water Surface

CONTRACTOR AND OWNER CERTIFICATION OF INSTALLATION

This section is to be filled in by the contractor and owner.

1. Quantity of drain installed.
Size Length Manufactured By Type of Pipe
2. I certify that I have installed the quantities of drain as shown in the table above. The drain including the

outlet section has been installed in accordance with this plan and meets the requirements of the Missouri Standard

and Specifications for Drain, 606.

Contractor

Date

(See Sheet 2)
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Show a sketch of the planned drain layout location below. Show pipe size and length of each
line and location of grade control stakes. At the location of each grade control stake, show stake
number and respective cut, for example 1 C 3.0. Show all grades of 1 % or less. Attach field
notes or show on this sheet stake numbers and cuts.

Show any deviations between planned and installed system.

Prepare in duplicate. File certified copy in field office.

SKETCH SHOWING LAYOUT OF DRAIN
Not to scale.
(See Sheet 1)
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